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Abstract: Waste heat recovery has been a concern for large corporations for decades. These 

modifications not only make the operation safer for the environment, but also help reduce costs. In 

addition to this, it can reduce the amount of resources required to power the facility. Many industries 

have adopted various methods of waste heat recovery. One popular option is to use a heat exchanger. 

This paper presents a study of different types of helical coil of different shapes by using titanium oxide 

nanodfluid by studying the research papers of other authors. 
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I.INTRODUCTION 

Heat exchangers are of great use in industrial applications such as power generation, nuclear industry, process plants, heat 

recovery systems, refrigeration, food industry, etc due to its compact structure and high heat transfer coefficient. Helical coils of 

circular cross section have been used in wide variety of applications due to simplicity in manufacturing. Flow in curved tube is 

different from the flow in straight tube because of the presence of the centrifugal forces. These centrifugal forces generate a 

secondary flow, normal to the primary direction of flow with circulatory effects that increases both the friction factor and rate of 

heat transfer. The intensity of secondary flow developed in the tube is the function of tube diameter (d) and coil diameter (D). 

Due to enhanced heat transfer in helical coiled configuration the study of flow and heat transfer characteristics in the curved tube 

is of prime importance. Developing fluid-to-fluid helical heat exchangers (fluid is present on both sides of the tube wall) requires 

a firm understanding of the heat transfer mechanism on both sides of the tube wall. Though much investigation has been 

performed on heat transfer coefficients inside coiled tubes, little work has been reported on the outside heat transfer coefficients. 

 Heat transfer fluid is one of the serious factors as it disturbs the size and cost of heat exchanger systems. Conventional 

fluids like oil and water have partial heat transfer potentialities. For reduce cost and meet the increasing demand of industry and 

commerce we have to develop different types of fluids it is our top priority. By chance, the growths in nanotechnology make it 

possible to get higher efficiency and cost saving in heat transfer methods. Nanoparticles are occupied as the fresh group of 

materials which having potential applications in the heat transfer area. 

 

 

 

 

 

 

 

 
 

Figure 1 [12] 

1.1  Nano Fluid 

 Nano fluid is nothing but it is a fluid particles which have less than even a micron (9-10 times) smaller in diameter and 

highly reactive and proficient material which can be used to increase feature like rate of reaction, thermal conductivity of any 

metal or material and they are that much reactive and strong. 
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 The following benefits are expected when the nano fluid circulates the nano particles: [3] 

i. Heat conduction is higher 

ii. Stability 

iii. Choking not occurs in Micro passage cooling 

iv. Probabilities of erosion reduced 

v. Pumping power is reducing 

II.LITERATURE REVIEW 

 Helical coil is very compact in structure and it possess high heat transfer coefficient that why helical coils heat exchangers 

are widely used. In literature it has been informed that heat transfer rate of helical coil is larger than straight tube. 

 

Hamid Abdi et. al. [1]The main goal of this work is heat transfer in slow incompressible flows by nano particles in tubes of 

different shapes. Water volume fraction error - Al2O3 nanofluid passes through spiral, spiral and circular straight tubes, 

triangular, square and rectangular sections of different Re. When the nanoparticles are added to the water and the liquid length is 

reached, the temperature drops to the wall temperature and at VF = 7% 

 This is the minimum length. The addition of nanoparticles to the base fluid of all shapes and sizes increases the pressure 

drop. Again, for a constant volume fraction, the spiral geometry has the largest pressure drop to the minimum straight pipe 

pressure. As Re release increases, the pressure drop generally increases across the item for all spiral, spiral, and straight 

geometries. Round pipes have a corresponding maximum and minimum pressure drop 

 

K. Abdulhamidet. al. [2] worked on pressure drop in petroleum-based (EG) nanofluids. Nanofluids are prepared by diluting 

TiO2 in three volume concentrations of 0.5%, 1.0% and 1.5% in a base fluid of water and EG mixed in a volume ratio of 60:40. 

Experiments were performed under a flow loop with a horizontal tube test section at different flow rate values in a range of 

Reynolds numbers below 30,000. The experimental results of pressure drop for TiO2 nanofluid have been compared with the 

Blasius equation for the base fluid. An increase in pressure drop with increasing nanofluid concentration and a slight decrease in 

pressure drop with increasing nanofluid temperature were observed. He found that TiO2 did not increase significantly compared 

to EG liquids. The working temperature of nanofluids reduces the pressure drop due to the reduction of nanofluid viscosity.  

 

Hemasunder Banka et al [3] performed analytical studies on shell and tube heat exchangers using forced convection heat 

transfer to determine the properties of nanofluid flow by changing the volume fraction and mixing with water. Nanofluids 

include titanium carbide (TiC) and titanium nitride (TiN). ) and zinc oxide nanofluids with different volume concentrations (0.02, 

0.04, 0.07 and 0.15%) flow in turbulent conditions. Using the properties of nanofluids with different volume fractions, CFD 

analysis of heat exchangers is performed to determine the temperature distribution, heat transfer coefficient, and heat transfer 

coefficient. He found that increasing the volume fraction increases the heat transfer coefficient and the heat transfer coefficient. 

 

M. Balchandaran et al. [4] conducted experimental studies and CFD simulations of a helical coil heat exchanger using Solid 

Works flow simulation with water as the fluid. The fluid used on both the coil side and the tube side is water. The flow rate of 

both fluids below is maintained as laminar flow, the cold fluid flow rate is kept constant and the hot fluid flow rate is variable. 

Measurements are made during the experimental study after reaching a steady state. Performance parameters related to heat 

exchangers such as effectiveness, overall heat transfer coefficient, velocity curves and temperature curves are reported. Based on 

the results, it is assumed that the heat transfer coefficient and other thermal properties of spiral coil heat exchangers are relatively 

higher than straight tube heat exchangers. 

 

AshkanAlimoradi et.al [5] Exergy efficiency has been studied in shell and spiral tube heat exchangers. He presents an exergy 

analysis of forced convection heat transfer in spiral shell and tube heat exchangers. We investigated the effects of operational and 

geometrical parameters on exergy efficiency. Water is chosen as the working fluid for both sides. The results show that the 

efficiency decreases linearly with the increase of the inlet temperature difference without fluid dimension. Based on the results, a 

wide range of mass flow ratios (0.1 <Rm< 4), dimensionless fluid inlet temperature difference (0 < RT < 0.8), Reynolds number 

product (3.31E+ 8 < (Rec. Resh) < 1.32E + 9) ) and dimensionless geometric parameters. According to this formula, we found 

that a coil with the highest number of turns and the smallest diameter is more efficient than other coils with the same length and 

pitch. 

 

Arvind Kumar Pathaket. al. [6] A study was conducted on the comparison of CFD analysis of natural fluids and nanofluids in 

spiral coil heat exchangers. He used water as a natural fluid and titanium oxide (TiO2) and zinc oxide (ZnO) as water-based 

nanofluids. By bending 1000mm of 8mm diameter, 15mm pitch and 35mm coil diameter, he created aluminum and copper 

helical coils. He found that aluminum coils increased the pressure drop of zinc oxide nanofluid compared to other tubes and 

fluids. 

 

B. Sidda Reddy et al. [7] Helical tube heat exchangers were studied in comparison with straight tube heat exchangers in 

opposite flow and parallel flow with variable parameters such as pitch, mass flow rate, temperature and pitch coil diameter. He 
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uses a stainless steel cylinder with an outer diameter of 63.5 mm and a stainless steel cylinder with an inner diameter of 1.058D 

mm, the thickness of the pipe varies from 6 mm to 9 mm, and the flow rate of cold and hot water is 0.0625 kg/s and 0.166 kg 

taken by /s. Second, the initial temperature of cold and hot water is 300°C and 1000°C. The results show that with the increase in 

the mass flow rate of the thermal fluid, the heat transfer in the counter flow configuration increases. As the pitch coil diameter 

increases, the heat transfer coefficient decreases for the same configuration and mass flow rate. Also, as the coil pitch increases, 

the heat transfer decreases with the same mass flow rate. A helical coil provides a larger surface area and allows the fluid to 

interact with the wall for a longer period of time. Therefore, the heat transfer is improved compared to the straight tube. 

 

KarishmaJawalkaret. al. [8] performed a CFD analysis of manganese oxide, silicon dioxide, and zinc oxide nanofluids on a 

copper spiral coil using oil as the base fluid and a copper coil with a length of 1000 mm, a PCD of 50 mm, and a pitch of 15 mm. 

. I made a spiral coil. The tube made by Solid Works has a diameter of 8 mm and after CFD analysis, it was observed that the 

nanofluid with high thermal conductivity and specific heat of the fluid gives a high pressure drop. Compared to water, oil is used 

as a base oil to create more pressure. The use of zinc oxide nanofluid flow leads to high pressure drop. 

 

K Palanisamy [9] investigates the heat transfer and the pressure drop of cone helically coiled tube heat exchanger using (Multi 

wall carbon nano tube) MWCNT/water nanofluids. The MWCNT/water nanofluids at 0.1%, 0.3%, and 0.5% particle volume 

concentrations were prepared with the addition of surfactant by using the two-step method. The tests were conducted under the 

turbulent flow in the Dean number range of 2200 < De < 4200. The experiments were conducted with experimental Nusselt 

number is 28%, 52% and 68% higher than water for the nanofluids volume concentration of 0.1%, 0.3% and 0.5% respectively. It 

is found that the pressure drop of 0.1%, 0.3% and 0.5% nanofluids are found to be 16%, 30% and 42% respectively higher than 

water. 

 

III.PROBLEM FORMULATION 

  There is less work has been done on comparison of heat transfer rate of different types of heat exchanger,so in my work I 

am trying to showing the CFD analysis of TiO2 Nanofluid with wateras its base fluid with different mass flow ratein different 

shaped coil heat exchanger by keeping in mind that Nano fluid should produce maximum heat transfer rate with minimum power 

consummation. Because some times in the process of improving the heat transfer coefficient we consume more power without 

knowing the economic cost.  

 

IV.CONCLUSION 

  The different boundary conditions are taken for cone shaped coilheat exchanger in aluminium with different mass flow 

ratefor the numerical simulations. The numerical study considers the effect of Nano fluidTiO2 and wateras its base fluid on the 

flow and heat transfer characteristics of tube. The thermal properties of fluid are lesser as compared to Nano fluid. 

 

References 
[1] Hamid Abdi, SoheilAsadi, Hamid AzimiKivi, Seyed Mehdi Pesteei, “ A comprehensive Numerical Study on Nanofluid Flow and Heat 

Transfer of Helical, Spiral and Straight Tube with different Cross section” International Journal Of Heat & Technology, 2019, Vol 37, 

991031-1042.  

[2] Hemasunder Banka, Dr. V. Vikram Reddy, M. Radhika 2016, ―CFD Analysis of Shell and Tube Heat Exchanger using Titanium Carbide, 

Titanium Nitride and Zinc Oxide Nanofluid‖ International Journal of Innovations in Engineering and Technology, Special Issue, Page 

315-322.  

[3] K. Abdul Hamid, W. H. Azmi, RIzalmanMamat, N. A. Usri and GohalamhassanNajafi 2015, ―Effect of Titanium Oxide Nanofluid 

Concentration on Pressure drop‖ ARPN Journal of Engineering and Applied Sciences, Volume 10, Page 7815-7820.  

[4] Arvind Kumar Pathak, Yogesh Kumar Tembhurne, MohitGangwar 2017, ―Comparison on CFD Analysis of Natural Fluid and Nano 

Fluid in Helical Coil Heat Exchanger‖ International Journal of Innovative Science and Research Technology, Volume 2, Page 83-90.  

[5] Palanisamy, K. P.C. Mukesh Kumar 2019, ―Experimental investigation on convective heat transfer and pressure drop of cone helically 

coiled tube heat exchanger using carbon nanotubes/ water nanofluids‖, Elsevier – Heliyon 5. Sunil Kumar, Dr. DK Gupta 2020, 

―Optimising Design and analysis on the Helically Coiled Tube Heat Exchanger carrying Nanofluids by providing fins‖ Smart Moves 

Journal IJO Science, Volume 6, Page 23-31.  

[6] Shiva Kumar, K VasudevKaranth 2013, ―Numerical analysis of a Helical Coiled Heat Exchanger using CFD‖ International Journal of 

Thermal Technologies, Volume 3, Page 126-130 

[7] Sunil Kumar, Dr. DK Gupta 2020, “Optimising Design and analysis on the Helically    Coiled Tube Heat Exchanger carrying Nanofluids 

by providing fins” Smart Moves Journal IJO Science, Volume 6, Page 23-31.  

[8] B. ChinnaAnkanna, B. Sidda Reddy 2014, ―Performance Analysis of Fabricated Helical Coil Heat Exchanger‖, International Journal of 

Engineering & Research, Volume 3, Page 33-39.  

[9] M. Balachandaran 2015, ―Experimental and CFD study of a Helical Coil Heat Exchanger using Water as Fluid‖ International Journal of 

Mechanical and Production Engineering, Volume 3, Page 87-91.  

[10] AshkanAlimoradi 2017, ―Study of thermal effectiveness and its relation with NTU in Shell and helically coiled tube heat exchanger‖ 

Elsevier Case Studies in Thermal Engineering, Volume 9, Page 100–107.  



 

Review: CFD Analysis Of triangular, square and Circular Shaped Helical Coil Heat Exchanger by Using Titanium Oxide Nanofluid 

 

10 | P a g e  

 

[11] Vinita Sisodiya, Dr.AnkurGeete 2016 ―Heat Transfer analysis of Helical coil Heat Exchanger with Al2O3 Nanofluid‖ International 

Journal of Engineering and Technology, Volume 3, Page 366-370.  

[12] Fakoor-Pakdaman, M.A. Akhavan- Behabadi,P. Razi 2013, ―An empirical study on the pressure drop characteristics of Nanofluid flow 

inside helically coiled tubes‖ International Journal of Thermal Sciences, Volume 65, Page 206-213.  

[13] T. Srinivas, A. VenuVinod 2015, ―Heat Transfer Enhancement using CuO/Water Nanofluid in a Shell and Helical Coil Heat Exchanger‖ 

Elsevier, Volume 127, Page 1271-1277.  

[14] Tushar A. Sinha, Amit Kumar, NikhileshBhargava and Soumya S Mallick 2014, ―An Experimental Investigation into the Thermal 

Properties of Nano Fluid‖ Applied Mechanical Engineering, Volume 4, Issue 1.  

[15] JaafarAlbadr, SatinderTayal, MushtaqAlasadi 2013 ―Heat transfer through heat exchanger using Al2O3 nanofluid at different 

concentrations‖ Elsevier, Volume-1, Page 38-44.  

[16] Jayakumar J. S., S.M. Mahajani, J.C. Mandal, P.K. Vijayan, RohidasBhoi, 2008, ―Experimental and CFD estimation of heat transfer in 

helically coiled heat exchangers‖ Chemical Engineering Research and Design, Volume 86, Page 221-232.  

[17] Amar Raj Singh Suri, Anil Kumar, Rajesh Maithani 2017, ―Effect of square wings in multiple square perforated twisted tapes on fluid 

flow and heat transfer of heat exchanger tube‖ Elsevier Case Studies in Thermal Engineering, Volume 10, Page 28-43.  

[18] Ram Kishan, Devendra Singh, Ajay Kumar Sharma 2020, ―CFD Analysis of Heat Echanger using Ansys Fluent‖, International Journal of 

Mechanical Engineering and Technology‖, Volume 11, Page 1-9.  

[19] N. K. Chavda, Jay R. Patel, t H. Patel, Atul P. Parmar 2014 ―Effect of nanofluid on heat transfer characteristics of double pipe heat 

exchanger: part-1: effect of aluminum oxide nanofluid‖ International Journal of Research in Engineering and Technology, Volume-3, 

Page 42-52.  

[20] Sunny Sobby P, MaahaskeSiddharth D, Parikh Yash B. Numerical simulation of a tube in tube helical coil heat exchanger using CFD. 

International journal of applied engineering research 2014; Vol. 9: pp. 5209-5220.  

 


